
Journal of Computer Graphics Techniques Vol. 8, No. 1, 2019 http://jcgt.org

Montage4D: Real-time Seamless Fusion and
Stylization of Multiview Video Textures

Ruofei Du
University of Maryland, College Park

Ming Chuang
PerceptIn Inc.

Wayne Chang
Microsoft Research, Redmond

Hugues Hoppe
Google Inc.

Amitabh Varshney
University of Maryland, College Park

Inputs Texture field and results of Holoportation Texture field and results of Montage4D

(a) (b) (c) (d) (e)

Figure 1. The Montage4D algorithm seamlessly stitches multiview video textures onto dy-
namic meshes at interactive rates. (a) inputs: dynamic triangle meshes reconstructed by
the Fusion4D algorithm, multiview video textures, and camera poses; (b) texture field blend
weights in Holoportation, based on surface normals, majority voting, and dilated depth discon-
tinuities; (c) resulting Holoportation merged texture; (d) our improved texture fields, which
favor the dominant view, ensure temporal consistency, and reduce seams between camera
views; (e) the resulting Montage4D merged texture.

Abstract

The commoditization of virtual and augmented reality devices and the availability of inexpen-
sive consumer depth cameras have catalyzed a resurgence of interest in spatiotemporal per-
formance capture. Recent systems like Fusion4D and Holoportation address several crucial
problems in the real-time fusion of multiview depth maps into volumetric and deformable rep-
resentations. Nonetheless, stitching multiview video textures onto dynamic meshes remains
challenging due to imprecise geometries, occlusion seams, and critical time constraints. In
this paper, we present a practical solution towards real-time seamless texture montage for
dynamic multiview reconstruction. We build on the ideas of dilated depth discontinuities
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and majority voting from Holoportation to reduce ghosting effects when blending textures.
In contrast to their approach, we determine the appropriate blend of textures per vertex us-
ing view-dependent rendering techniques, so as to avert fuzziness caused by the ubiquitous
normal-weighted blending. By leveraging geodesics-guided diffusion and temporal texture
fields, our algorithm mitigates spatial occlusion seams while preserving temporal consistency.
Experiments demonstrate significant enhancement in rendering quality, especially in detailed
regions such as faces. Furthermore, we present our preliminary exploration towards real-
time stylization and relighting to empower the Holoportation users to interactively stylize live
3D content. We envision a wide range of applications for Montage4D, including immersive
telepresence for business, training, and live entertainment.

1. Introduction

With recent advances in consumer-level virtual and augmented reality, several dy-
namic scene reconstruction systems have emerged, including KinectFusion [Izadi
et al. 2011], DynamicFusion [Newcombe et al. 2015], Free-Viewpoint Video [Collet
et al. 2015], and Holoportation [Orts-Escolano et al. 2016]. Such 4D reconstruction
technology is becoming a vital foundation for a diverse set of applications such as 3D
telepresence for business, live concert broadcasting, family gatherings, and remote
education.

Among these systems, Holoportation is the first to achieve real-time, high-fidelity
4D reconstruction without any prior knowledge of the imaged subjects. The success
of this system builds upon the breakthrough of fast non-rigid alignment algorithms
in fusing multiview depth streams into a volumetric representation by the Fusion4D
system [Dou et al. 2016]. Although Holoportation is able to mitigate a variety of arti-
facts using techniques such as normal-weighted blending and multilevel majority vot-
ing, some artifacts persist. In a previous user study on Holoportation [Orts-Escolano
et al. 2016], around 30% of the participants did not find that the reconstructed model
real compared with a real person. We believe that this is a significant challenge that
must be addressed before telepresence can be embraced by the masses. We also note
that the user feedback about visual quality was much less positive than other aspects
(speed and usability). This is caused by the blurring and visible seams in the rendering
results, especially on human faces, as shown in Figure 1, 7, and 9.

Blurring Loss of detail arises because of two reasons. First, texture projection from
the camera to the geometry suffers from registration errors, causing visible seams.
Second, normal-weighted blending of the different views with different appearance
attributes (specular highlights and inconsistent color calibration) leads to an inappro-
priate mixing of colors and therefore blurring or ghosting.
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Visible Seams We further characterize visible seams into: (1) projection seams
caused by inaccurate estimation of camera parameters, (2) misregistration seams
caused by imprecise reconstruction of geometry with shrinking/bulging surface patches,
and (3) occlusion seams arise out of discontinuous texture transitions across the field
of view of multiple cameras and self-occlusions. In a static and indoor setting, we
suppose the projection matrices are correct, since both the extrinsics and intrinsics of
the cameras can be perfectly calibrated.

In this paper, we address both blurring and visible seams and achieve seamless
fusion of video textures at interactive rates. Our algorithm , Montage4D, estimates the
misregistration and occlusion seams based on the self-occlusion from dilated depth
discontinuities, multi-level majority voting, foreground segmentation, and the field-
of-view of the texture maps. To achieve a smooth transition from one view to another,
we compute geodesic distance fields [Bommes and Kobbelt 2007] from the seams,
to spatially diffuse the texture fields to the visible seams. In order to prevent view-
dependent texture weights from rapidly changing with the viewpoints, we extend the
scalar texture field as shown in Figure 1(c) to a temporally changing field to smoothly
update the texture weights. As shown in Figure 1(d) and 9, our system achieves
significantly higher visual quality at interactive rates compared to the state-of-the-
art Holoportation system. In addition to the Montage4D pipeline [Du et al. 2018],
we present two real-time shaders to stylize and relight the reconstructed model. As
compressing and streaming 4D performance [Tang et al. 2018] become practical in
real time, Holoportation users may use our stylization techniques to render sketchy
scenes or relight performance in mixed reality. Please refer to www.montage4d.

com for the supplementary video, slides, and code.
In summary, the main contributions of our work are:

• formulation and quantification of the misregistration and occlusion seams for
fusing multiview video textures,

• use of equidistance geodesics from the seams based on discrete differential
geometry concepts to diffuse texture fields,

• temporal texture fields to achieve temporal consistency of the rendered imagery,
and

• a fast computational pipeline for high-fidelity, seamless video-based rendering,
enabling effective telepresence and real-time stylization.

2. Related Work

We build upon a rich literature of prior art on image-based 3D reconstruction, texture
stitching, and discrete geodesics.
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2.1. Image-based 3D Reconstruction

Image-based 3D reconstruction has been researched extensively in the past decades.
The pioneering work of Fuchset al.[1993; 1994] envisioned that a patient on the op-
erating table could be acquired by a sea of structured-light cameras, and a remote
doctor could conduct medical teleconsultation with a head-mounted display. Kanade
et al.[1997] invented one of the earliest systems that uses a dome of cameras to gen-
erate novel views via triangulated depth maps. Its successor,3D Dome[Narayanan
et al. 1998], reconstructs explicit surfaces with projected texture. Towleset al.[2002]
achieve real-time 3D telepresence over networks using 3D point clouds. Goldluecke
et al.[2004] adopt spatiotemporal level sets for volumetric reconstruction. Furukawa
et al.[2008] reconstruct deformable meshes by optimizing traces of vertices over time.
While compelling, it takes two minutes on a dual Xeon 3.2 GHz workstation to pro-
cess a single frame. Deet al.[2008] present a system that reconstructs space-time
coherent geometry with motion and textural surface appearance of actors performing
complex and rapid moves. However, this also suffers from slow processing speed
(approximately 10 minutes per frame), largely due to challenges in stereo match-
ing and optimization. Since then, a number of advances have been made in dealing
with video constraints and rendering quality [Lok 2001; Vlasic et al. 2008; Sankara-
narayanan et al. 2009; Cagniart et al. 2010; Patro et al. 2011; Xu et al. 2011; Casas
et al. 2013; Collet et al. 2015; Du et al. 2016; Prada et al. 2016; Prada et al. 2017a;
Boukhayma and Boyer 2018; Huang et al. 2018], but rendering dynamic scenes in
real time from video streams has remained a challenge. Zitnicket al.[2004] present
an ef�cient rendering system which interpolates the adjacent two views with a bound-
ary layer and video matting. However, they consider a 2.5D layered representation
for the scene geometry rather than a general mesh model that can be viewed from all
directions. Their work inspires us with the computation of depth discontinuity and
seam diffusion.

With recent advances in consumer-level depth sensors, several reconstruction sys-
tems can now generate dynamic point-cloud geometries.KinectFusion[Newcombe
et al. 2011; Izadi et al. 2011] is the �rst system that tracks and fuses point clouds into
dense meshes using a single depth sensor. However, the initial version ofKinectFu-
sioncan not handle dynamic scenes. The systems developed by Yeet al.[2014] and
Zhanget al.[2014] are able to reconstruct non-rigid motion for articulated objects,
such as human bodies and animals. Further advances by Newcombeet al.[2015] and
Xu et al.[2015] have achieved more robust dynamic 3D reconstruction from a single
Kinect sensor by using warp-�elds or subspaces for the surface deformation. Both
techniques warp a reference volume non-rigidly to each new input frame. Guoet
al.[2015; 2017] and Yuet al.[2017] have realized real-time geometry, albedo, and
motion reconstruction using a single RGB-D camera. However, the reconstructed
scenes still suffer from the occlusion issues since the data comes from a single depth
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sensor. In addition, many 3D reconstruction systems rely on a volumetric model that
is used for model �tting, which is limited in accommodating fast movement and major
shape changes.

Colletet al.[2015] have demonstrated theFree-Viewpoint Video, an of�ine pipeline
to reconstruct dynamic textured models in a studio setup with 106 cameras. How-
ever, it requires controlled lighting, calibration, and approximately28 minutes per
frame for reconstruction, texturing, and compression. Furthermore, Pradaet al.[2016;
2017a] present a uni�ed framework for evolving the mesh triangles and the spatiotem-
poral parametric texture atlas. Nonetheless, the average processing time for a single
frame is around80seconds, which is not yet applicable for real-time applications.

Ortset al.[2016] presentHoloportation, a real-time pipeline to capture dynamic
3D scenes by using multiple RGBD cameras. This system employs the Fusion4D
algorithm [Dou et al. 2016] for generating temporally consistent polynomial meshes
from 8 depth cameras. The meshes, RGB videos, and audio streams are transferred
from a fusion server with two NVIDIA TITAN X graphics cards to a dedicated ren-
dering machine with an NVIDIA GTX 1080. To achieve real-time performance for
texturing, their system blends multi-view videos textures according to the dot product
between surface normals and the camera viewpoint directions. Finally, it of�oads the
rendering results to VR or AR headsets.

Our system extends theHoloportationsystem and solves the problems of fuzzi-
ness caused by normal-weighted blending, visible seams caused by misregistration
and occlusion, while ensuring temporal consistency of the rendered images.

In the state-of-the-art work by Douet al.[2017] with depth maps generated up
to 500Hz [Fanello et al. 2017b; Fanello et al. 2017a; Guo et al. 2018], a detail layer
is computed to capture the high-frequency details and atlas mapping is applied to
improve the color �delity. Our rendering system is compatible with the new fu-
sion pipeline, by integrating the computation of seams, geodesic �elds, and view-
dependent rendering modules.

2.2. Texture Stitching

View-dependent texture-mapping on the GPU has been widely applied for recon-
structed 3D models since the seminal work by Debevecet al.[1998a; 1998b]. How-
ever, seamlessly texturing an object by stitching RGB images remains a challenging
problem due to inexact geometry, varying lighting conditions, as well as imprecise
calibration matrices.

Previous work has considered using global optimization algorithms to improve
color-mapping �delity in static models. For example, Galet al.[2010] present a multi-
label graph-cut optimization approach that assigns compatible textures to adjacent tri-
angles to minimize the seams on the surface. In addition to the source images, their
algorithm also searches over a set of local image transformations that compensate for
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geometric misalignment using a discrete labeling algorithm. While highly creative
and elegant, their approach takes7 to 30minutes to process one frame on a mesh with
10,000 to 18,000 triangles. Markov Random Field (MRF) optimization-based ap-
proaches [All�ene et al. 2008; Janko and Pons 2009; Lempitsky and Ivanov 2007] are
also similarly time intensive. To reduce the seams caused by different lighting con-
ditions, Zhouet al.[2005] introduceTextureMontage, which automatically partitions
the mesh and the images, driven solely by feature correspondences.TextureMontage
integrates a surface texture in-painting technique to �ll in the remaining charts of the
surface with no corresponding texture patches. However, their approach takes over
30 minutes per frame to process. Zhouet al.[2014] optimize camera poses in tan-
dem with non-rigid correction functions for all images at the cost of over30 minutes
per frame. Narayanet al.[2015] jointly optimize a non-linear least squares objec-
tive function over camera poses and a mesh color model at the cost of one to �ve
minutes per frame. They incorporate 2D texture cues, vertex color smoothing, and
texture-adaptive camera viewpoint selection into the objective function.

A variety of optical-�ow-based approaches have been used to eliminate blurring
and ghosting artifacts. For example, Eisemannet al.[2008] introduceFloating Tex-
ture, a view-dependent rendering technique with screen-based optical-�ow running
at 7-22 frames per second.1 Casaset al.[2014] extend their online alignment with
spatiotemporal coherence running at18 frames per second. Volinoet al.[2014] em-
ploys a surface-based optical �ow alignment between views to eliminate blurring and
ghosting artifacts. However, the major limitation of optical-�ow-based approaches
are twofold. First, surface specularity [Eisemann et al. 2008], complex deformations,
poor color calibration and low-resolution of the textures [Casas et al. 2014] present
challenges in the optical �ow estimation. Second, even with GPU computation, the
computational overhead of optical �ow is still a limitation for real-time rendering.
This overhead increases even further with more cameras.

In studio settings, Colletet al.[2015] have found that with diffused lighting con-
dition and precisely reconstructed surface geometry, direct image projection followed
by normal-weighted blending of non-occluded images yields suf�ciently accurate re-
sults. However, for real-time reconstruction systems with a limited number of cam-
eras, the reconstructed geometries are often imperfect.

Our work focuses on improving the texture fusion for such real-time applications.
Building upon the pioneering research above as well as the work of several others,
our approach is able to process over 130,000 triangles at over100frames per second.

2.3. Geodesic Distance Fields

The �eld of discrete geodesics has witnessed impressive advances over the last decade
[Mitchell 2000; Grinspun et al. 2006; do Goes et al. 2015]. Geodesics on smooth sur-

1We testedFloating Textureon a GTX 1080 under target resolution of1024� 1024and2048� 2048.
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faces are the straightest and locally shortest curves and have been widely used in a
variety of graphics applications such as optimal movement of an animated subject.
Mitchell et al.[1987] devise an exact algorithm for computing the“single source,
all destinations”geodesic paths. For each edge, their algorithm maintains a set of
tuples (windows) for the exact distance �elds and directions, and updates the win-
dows with a priority queue like theDijkstra algorithm. However, the worst run-
ning time could beO

�
n2 logn

�
, and the average is close toO

�
n1:5

�
[Surazhsky

et al. 2005; Bommes and Kobbelt 2007]. Recently, Qinet al.[2016] proposes a4-
15 times faster algorithm using window pruning strategies. However, their algorithm
aims for the exact geodesic paths and requiresO

�
n2

�
space like the previous ap-

proaches. Kapoor [1999] proposes a sophisticated approach for the “single source,
single destination” case inO

�
n log2 n

�
time. As for approximate geodesics, Lan-

thier [1997] describes an algorithm that adds many extra edges into the mesh. Kanai
and Suzuki [2001] and Martinezet al.[2004] use iterative optimization to converge the
geodesic path locally. However, their methods require a large number of iterations.

In this work, we compute geodesics distance �elds for weighting the texture �elds,
so as to assign low weight near the seams and progressively larger weight up to some
maximum distance away from the seams. Our goal is to solve the geodesics problem
for the “multiple sources, all destinations”. Bommeset al.[2007] have introduced
an accurate algorithm for computation of geodesic distance �elds. In this paper, we
follow a variant of the ef�cient algorithm developed by Surazhskyet al.[2005] to
measure the approximation of the geodesics �elds inO(n logn) time for a small
number of vertices (seamvertices are approximately1%of the total vertices) in a few
iterations (typically15� 20).

3. System Overview

In this section, we present the work�ow of theMontage4Dsystem as shown in Fig-
ure 2:

Figure 2 . The work�ow of the Montage4D rendering pipeline.

1. Streaming of Meshes and Videos: Our system streams polygonal meshes and
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